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Issued to:  Oilon US Inc 

110 Lee St 

Thomasville GA 31792  
   

This is to certify that 

representative samples of 

 GAS-OIL BURNERS / COMMERCIAL/INDUSTRIAL GAS 

BURNERS / OIL BURNERS 

See Addendum Page For Models/Product 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 295 - Standard For Commercial-Industrial Gas Burners. 

UL296 - Standard For Oil Burners. 

UL 2096 - Standard For Commercial/Industrial Gas and/or 

Oil-Burning Assemblies With Emission Reduction 

Equipment. 

CSA/CGA 3.4 - Standard For Industrial and Commercial 

Gas-Fired Conversion Burners. 

CSA B140.2.1 - Standard For Atomizing-Type Oil Burners. 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 

Models/Product: 
 
USL, CNL Gas-Fired Burner Models GP-50, -90, -130, -140, -150, -250, 

-280, -300, -350, -400, -450, -500, -600, -700, -1000, -1200, followed by 
an M, Burner model designation includes additional suffixes and may be 
prefixed. See “Sizes and Styles” for details. 

  
USL, CNL Oil-Fired Burner Models KP-50, -90, -130, -140, -150, -250, 

-280, -300, -350, -400, -450, -500, -600, -700, -1000, -1200, followed by 
an M, Burner model designation includes additional suffixes and may be 
prefixed. See “Sizes and Styles” for details. 

 
 USL, CNL Gas-Oil-Fired Burner Models GKP-50, -90, -130, -140, -150, -250,  

-280, -300, -350, -400, -450, -500, -600, -700, -1000, -1200, followed by 
an M, Burner model designation includes additional suffixes and may be 
prefixed. See “Sizes and Styles” for details. 

 


